
 

“the easiest  way to 

clean , healthy water ” 

Steriflo Point of Entry UV Systems 
 

  

Model  Typical Usage Maximum Flow 
(L/min) 

Connections Power (Watts) 

SF800S Whole house (1-2 bathrooms) 40 20mm (3/4”)   50 

SFXL60 Whole house (3 bathrooms) 75 25mm (1”) 50 

SF1000S Whole house (4 bathrooms) 140 40mm (1 ½”) 85 
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NZ made Steriflo  UV domestic water disinfection systems are an effective and economical means of 
eliminating harmful bacteria and other microbes from drinking water supplies, regardless of source. UV is 
suitable for water supplied from rain tanks, springs, bores and surface sources such as lakes and streams.  
Bacteria such as E.Coli and human pathogens like Salmonella, Campylobacter, Staphylococcus, Legionella 
and Pseudomonas are readily inactivated by UV light. In the last few years it has also been shown that 
cysts such as Giardia and Cryptosporidium are very susceptible to UV as are most viruses. 
 
To ensure success the water has to be very clean and free of particulate matter that can shield microbes 
from the UV, therefore filtration is part of virtually all recommendations for UV disinfection. The dual barrier 
approach to disinfection using one micron filtration and UV is strongly recommended for the security this 
provides the user. Note that while one micron filtration will remove sediment and cysts it will not deal with 
bacteria – this requires the use of disinfection, either chemical or non-chemical UV. 
 
Three models of Point of Entry (whole house) ultra-violet water disinfection systems are offered in the 
Aquashield® solution software. The model recommended for your application has been selected based on 
the peak water flow required – this is typically based on the number of bathrooms you have. Even though 
peak flow may be brief, the water still needs effective treatment.  
 
Whole house treatment is always recommended as it ensures that all taps are safe to drink from. 
 

·  Effective 

·  Low  maintenance 

·  No chemicals 

·  No taste 

·  Impossible to overdose 

·  No moving parts 

·  Meets New Zealand and Australian 

electrical standards 

Note: Maximum pressure for all models: 860kPa (125 psi) / Lamp life: 9,000 hours (12 months continuous operation) 
 

Cutaway display unit showing a 
typical whole house treatment 
system including pre-filter, one 
micron filter and UV disinfection  


